Service Call:

How to activate / deactivate the battery drain alarm.

Tools Needed:
None

Model:
Gen 5 Scissors/GR's
Tech Tips Safety Rules

**Danger**
Failure to obey the instructions and safety rules in the appropriate Operator’s Manual and Service Manual for your machine will result in death or serious injury. Many of the hazards identified in the operator’s manual are also safety hazards when maintenance and repair procedures are performed.

**Do Not Perform Maintenance Unless:**
- You are trained and qualified to perform maintenance on this machine.
- You read, understand and obey:
  - manufacturer’s instructions and safety rules
  - employer’s safety rules and worksite regulations
  - applicable governmental regulations
- You have the appropriate tools, lifting equipment and a suitable workshop.

The information contained in this tech tip is a supplement to the service manual. Consult the appropriate service manual of your machine for safety rules and hazards.
Step 1

The status of the battery drain alarm can be found by looking in the display window on the platform control box when checking the software configuration of the machine. A red dot will appear in the bottom right hand corner of the window when the alarm is turned ON.

Step 2

To change the status of the battery drain alarm refer to the instructions below.

If you should have any questions, please feel free to contact the Genie Industries Service Department @ 800-536-1800
How to Activate the Battery Drain Alarm Option

1 Pull out the red Emergency Stop button to the on position at the ground controls.

2 Push in the red Emergency Stop button to the off position at the platform controls.

3 Turn the key switch to platform control.

4 At the platform controls, press and hold the lift function select and speed select buttons, and pull out the red Emergency Stop button to the on position.

   Result: The diagnostic display, at the platform controls and the ECM, will show "SC."

5 Release the lift function select and speed select buttons.

   Result: The diagnostic display will show the current configuration.

6 Press the speed select button.

   Result: The 'ones' digit setting will be activated and the current 'ones' setting will flash in the diagnostic display.

7 Press the horn button.

   Result: A dot, located at the lower right of the diagnostic display window, will become illuminated. This indicates that the battery drain alarm option has been activated.

8 Press and hold the speed select button for a minimum of 3 seconds or until the 'ones' setting stops flashing.

9 Turn the key switch to the off position.

Note: To deactivate the battery drain alarm option on a machine which has the option activated, repeat this procedure. When the ECM is in the 'SC' mode and the option is deactivated, there will not be an illuminated dot in the diagnostic display window.